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QUARTZ-VINYLIC DECORATIVE TILE Manufacturer - DOOIL CO., LTD (South Korea)

 “Linkor-Atlant” LLC

Pavilion 363, #2 Bakchivangi Street, Ekaterinburg, 620910, Russia

Ph: + 7 343 264 06 76. Fax: + 7 343 216 14 66 (65).

Bank Details:

Acct#. 40702840100000020639

Public Corporation “SKB-bank”, Ekaterinburg

(swift SKBERU4E)

Correspondence bank:  Raiffeisen Zentralbank Oesterreich, 
Vienna, Austria (swift RZBAATWW), Acct# 70-55.068.654

http://www.lin-kor.ru
E-mail: lin-kor@yandex.ru 
Phone: +7(343) 214-81-31, 216-14-66, 226-67-56

Fax: +7(343) 264-06-76
Dooil quartz-vinyl tile Dooil-
Floor covering of new generation
Favorable price 
and excellent performance


THE MAIN INFORMATION ABOUT THE PRODUCT[image: image1.png]



It is applied like finishing material more than 40 years. Quartz-vinyl tile is produced by pressing method at high temperatures and is made from the mixture containing arenaceous quartz, vinyl, plasticizers and pigments. Arenaceous quartz makes product abrasion resistant, chemically tolerant and thermally stable, the use of plasticizers makes product flexible and shock resistant.

Thanks to components which are part of a tile it has the highest attrition resistance (tile presented on the Russian market has the highest “T” group), firmness, flexibility and chemical resistance to the basic alkalis and acids mixtures. 

Quartz-vinyl tile is fireproof. The class of combustibility is G2 (products of G1 class are made also), smoke-forming ability - D2 class.

· Initial components define high quality of quartz-vinyl tile combining the best properties of commercial linoleum and ceramic tile. The structure of tile includes quartz, vinyl and polymeric additives. Quartz provides excellent abrasion resistant, chemical tolerance, resistance to hostile environment; plasticizers provide flexibility and shock resistance and stabilizers neutralize temperature and light influence. 

· Tile has a multilayer structure. Top layer under UV processing prevents color change (tile surface does not burn out, unlike other polymeric materials).

· Quartz-vinyl tile is not subject to shrinkage, deformation and extension (it is flexible as linoleum, but does not break up as ceramic granite). Tile saves dimensions and appearance irrespective of environmental influence.

· High level of acoustic insulation (in comparison with ceramic granite and laminate).

· Tile does not absorb moisture (as laminate). Temperature range is from -40оС up to +200оС. 

· High chemical durability (tile is neutral to oil, technical liquids influence), stain emerging resistance.

· Fire safety.

· Easy in maintenance.

· Decorative effect allowing creating different designs. Dozen of collections, hundreds of colors including natural minerals patterns, different species of wood, ceramics, carpets.

· Tile is manufactured in three modifications - usual, antibacterial and antistatic.

Unique properties determine application of quartz-vinyl Dooil tile at home and in different industrial centers. Tile is perfectly suitable for house and public premises (hotels, entertaining centers, restaurants, educational and medical institutions), on industrial territories (laboratory, workshops, semi-conductor devices areas, IC, dispatch centers of power stations, communication services where generation of electrostatics is not possible), and also on areas with heavy traffic of people and wheel equipment (parking, warehouses, etc.).

As quartz-vinyl tile holds negative temperatures and does not absorb moisture, installation in entrance lobbies and on the street is possible. The tile can be used for furnish of walls and ceilings.

Warranty period is 15 years!
ADVANTAGES OF DOOIL DECO TILE[image: image2.png]




            Perfect durability, easy in maintenance, stain emerging resistance, durable preservation of color, shock resistance, fire safety, interesting design, easy to install, possibility of the partial installation (one premise first than second. This allows, for example, not to close the whole shop for repair period), noise-free run of carts over trading areas, easy to transport.      

 

There are following types of tile: usual, antibacterial and antistatic.

PRINTED TILE CHARACTERISTICS[image: image3.png]




1. The tile has multilayer structure almost not subject to temperature extension, shrinkage, deformation.

2. Wide range of products of attractive color with surface imitating natural materials.

3. Excellent production technology provides the highest accuracy on width, linear dimensions and color.

4. Wide range of goods, including square tiles and right-angled sheets, wide range of color, possibility to order from catalogue, goods could be make to order.

5. Water-proof, durability and chemical resistance.

6. Fire resistance.

7. Surface, durable parameters correspond to the following types: Household, Business.

8. High level of acoustic insulation (in comparison with ceramic granite, laminated parquet and linoleum).

 ANTISTATIC TILE CHARACTERISTICS[image: image4.png]




 1. No electrostatic dust! Dust does not appear on the surface as electrostatic potential is low and electrical conduction is increased.

ANTIBACTERIAL TILE CHARACTERISTICS[image: image5.png]




1. Effective protection of surface from change in color and dust due to UV processing.  

2. Thanks to adding of antibacterial materials it is allowed to use the tile in medical premises. 

DURABILITY CLASSES OF QUARTZ-VINYL TILE (EN 654) 
	Requirements for durability classification under EN 685
	Weak
	Normal
	High
	Weak
	Normal
	Weak
	High
	Normal
	Very high
	High

	Classes
	21
	22
	23
	31
	32
	41
	33
	42
	34
	43

	Total width (equal tiles)
	EN 428
	mm
	1,6
	1,6
	2,0
	-
	2,5
	2,5
	2,5
	2,5
	3,2
	-

	Total width (special goods)
	EN 428
	mm
	1,6
	1,6
	2,0
	2,0
	2,0
	2,0
	2,0
	2,0
	2,5
	-

	Chairs on rolls
	EN 425
	-
	-
	-
	-
	-
	Suitability for roller chairs


REQUIREMENTS FOR SPECIAL QUARTZ-VINYL TILE GOODS
	Loss of width, mm
	EN 660-1
	≤0,4

	Loss of volume, mm ³
	EN 660-2
	≤10


GROUPS OF ABRADABILITY OF QUARTZ-VINYL TILE (EN 660) 
	Characteristics
	Groups (results for including in a group)
	Test method

	  
	Т
	Р
	М
	F
	 

	Loss of width L mm
	L <= 0,08
	0,08 <="0,15
	0,15 <="0,30
	0,30 <="0,60
	EN 660-1

	Loss of size F mm ²
	F=2,0
	2,0 < F < = 4,0
	4,0 < F < =7,5
	7,5< F < =15,0
	EN 660-1
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APPLICATION OF THE PRODUCT
Living rooms, hotels; halls, conference halls, exhibition centers, cinemas; restaurants, bars, canteens; educational auditoriums, schools, libraries; medical institutions, operational, laboratories; workshops, warehouses, parking; IC, dispatch centers of power stations, communication services where generation of electrostatics is not possible, and also on areas with heavy traffic of people and wheel equipment  (auto-loaders, cars).

INSTALLATION AND MAINTENANCE[image: image7.png]




            Quartz-vinyl tile is simply to install. Technician could install from 60 up to 200 sq. m. for 8 business hours (it depends on the type of premise and different types of "obstacles"). Installation method does not provide sealing of joints (as for linoleum or ceramic granite); tiles are glued on the sub-base end-to-end. As there are no joints the floor from quartz-vinyl tile looks organic whole.

            Quartz-vinyl tile keeps dimensions and perfect appearance during decades even under influence of heat and loads. It is not subject to shrinkage, deformation and extension, not afraid of water and all standard washing-up and technical liquids, oils.

            Please note that not only design should play role during selection of quartz-vinyl tile but also “class of premise by exploitation intensity” (see table Quartz-vinyl durability classes (EN 685)). Having determined the class of premise it is possible to select suitable quartz-vinyl tile (the same durability class). A tile is subdivided into classes only on the basis of its width.

Install over smooth, dry screed coating (residual moisture no more than 3 %), free of oils and dust. If there are bumps, cracks, level difference, etc. it is necessary to eliminate these defects. The concrete floor must be grounded. Recommended temperature is 15-200С. At the beginning of installation it is necessary to mark start point through which lines go both in the longitudinal and in the broadside direction.

Tiles are glued on the sub-base end-to-end. It is better to use the following adhesives: UZIN-КЕ 2000S (dispersing adhesive for elastic coverings. It is multi-purposes and could be used as "wet" and contact. It is resistant to plasticizers), UZIN-КЕ 2428 (quick dispersing adhesive), THOMSIT UK 4000 (universal dispersing adhesive), THOMSIT K-188Е (dispersing adhesive, ecologically safety), TEKS (Acrylic adhesive), rubber-bitumen mastic. It’s better to install tiles very close to each other but without squeezing and excessive compression. To fit the tile, it is pressed to the floor with heavy-weight press in 2 directions when installed.

Technician could install from 60 up to 200 sq. m. for 8 business hours (it depends on the type of premise and different types of "obstacles"). 

SPECIICATIONS AND STANDARDS OF PACKING
305 х 305 mm - 36 pcs/box (3,35 м2),

450 х 450 mm - 16 pcs /box (3,24 м2),

910 х 100 mm - 36 pcs/box (3,27 м2),

950 х 184 mm - 19 pcs/box (3,32 м2).

WIDTH OF THE TILE:
3 mm. or 5 mm.

WIDTH OF THE PROTECTION LAYER
0.2 mm. or 0.5 mm.

WARRANTY PERIOD IS 15 YEARS!
“Linkor-Atlant” company as official dealer has exclusive right for delivery of DI CHEMICAL CO., LTD goods on the whole territory of the Russian Federation.
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